— 18" FOR LATERAL LINE SLEEVING

18" — 24”7 FOR MAINLINE SLEEVING

12]

120 PAVEMENT | 127

REFER TO SLEEVING
DIAGRAM FOR SIZES OF
ALL SLEEVING

EXTEND ALL SLEEVING
12" MIN. BEYOND EDGE
OF PAVING

PAVING SURFACE

1N SURROUND ALL SLEEVING

WITH 2” MIN. SAND

Typical Sleeving Detail

Not to Scale

SLEEVE SIZE CHART

PIPE SIZE MIN. SLEEVE SIZE
3/4" 1.1/27
N £
1 1/4" 2 1727
11/27 2 1/2"
2" 37

2 1727 47
3" 1"
47 6"
6" 8"

*WHEN MULTIPLE PIPES OCCUR IN ONE
TRENCH, ADD REQUIRED SLEEVE SIZES

TOGETHER FOR 1 SLEEVE SIZE

*WIRES SHALL BE IN SEPARATE CONDUIT

AS PER CHART BELOW

WIRE CONDUIT SIZES - 14 GAUGE

NUMBER OF WIRES | MIN. CONDUIT SIZE

RO NDY

5—7 i

8—11 1.1/2”

12-22 "

23-31 2 1/27

32—-36 3”
Diagram

Q Sleeving
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AUTHORIZED BY

REVISIONS

DATE

SANDY CITY
\ 4§ ,

STATE OF UTAH

STANDARD PLAN

_A—20




